


 XTubing
 materials for medical tubing 

meliflex XT are high purity polyolefin based TPE and TPO materials that are specially designed and manufactured for 
medical tubing applications offering added value and sustainability. 

Technical benefits:

• �Phthalate free / PVC free / latex free / oil free
• �Good chemical resistance resulting in low drug absorption and migration
• �Excellent kink resistance with very good resilience properties
• �Excellent clarity 
• �Low density offering high output yield (>30% higher yields vs soft PVC)
• �Sterilizable by EtO, E-beam/gamma radiation – grades available for steam sterilization at 121°C
• �Easy processing and assembly
• �Recyclable and safe (dioxin free) incineration

Hartvig Jensensvej 1 • DK-4840 Nr. Alslev • Denmark • www.melitek.com
Tel:  +45 70 250 255 • Fax: +45 70 250 277 • E-mail: sales@melitek.com 11

.2
00

9

Material properties:

Grade Density MFI 
(190°C; 2.16kg)

Shore Hardness 
(15 sec.) Type

M6508 (XS121) 0.9 g/cm3 2.0 91A TPE

M6610 (R2677B) 0.9 g/cm3 1.3 86A TPE

M6506 (XS118) 0.9 g/cm3 2.0 85A TPE

M6609 (XS158) 0.9 g/cm3 1.2 84A TPE

M6608 (R2677A) 0.9 g/cm3 1.5 82A TPE

R2722A 0.9 g/cm3 3.0 82A TPO

M6607 (XS159) 0.9 g/cm3 1.2 80A TPE

M6606 (R2677C) 0.9 g/cm3 1.1 80A TPE

M6504 (XS120) 0.9 g/cm3 2.0 79A TPE

XS180 (R2702B) 0.9 g/cm3 1.0 78A TPO

R2752 0.9 g/cm3 1.4 77A TPE

M6605 (XS138) 0.9 g/cm3 1.3 75A TPE

M6502 (XS119) 0.9 g/cm3 2.0 75A TPE

M6604 (R2666A) 0.9 g/cm3 0.5 72A TPE

R2701E 0.9 g/cm3 0.8 69A TPO

M6405 (XS145) 0.9 g/cm3 5.0 60A TPE*

Test Method ISO 1183 ISO 1133 ISO 868
* not oil free   

DISCLAIMER AND LIMITATION OF LIABILITY
The information contained in this data sheet has been developed through the application of accepted laboratory practice and is believed to be reliable. Since the conditions of the application 
and use of our products are beyond our control, no warranty or representation is expressed or implied regarding accuracy of the information, the results to be obtained from the use of the 
product, or that such use will not infringe on any patents. This information is furnished with the express conditions that the user will evaluate it through testing and determine the suitability 
of the product. MELITEK will not be liable for any injury or damage arising from the application of this information. MELITEK’s warranty is set forth in its standard terms & conditions of sale 
and is limited to the product replacement or purchase price REFUND. MELITEK DISCLAIMS ANY WARRANTY OR MERCHANTABILITY OF WARRANTY OF FITNESS FOR A PARTICULAR USE.

Regulatory status:

• �Comply with REACH (1907/2006/EEC) and does not contain SVHC substances listed on ECHA’s candidate list
• �Comply with EC directive 2002/72/EC and FDA 21 CFR regulation
• �Tested to meet USP <88> in vivo testing (USP Class VI test)
• �Tested to meet USP <661> Physico-chemical tests for plastics
• �Non-cytotoxicity as per the Elution Test of ISO10993-5 / USP <87> in vitro testing (Cytotoxicity) 
• �BSE/TSE-free grades available


